PRECAST CONCRETE PILASTER CAP
SET IN GROUT AND EPOXY TO BAR
SEE DETAIL PSD PC-9

RUN BAR LONG TO ALLOW FOR CAP ATTACHMENT

9 GA. TIE AT EACH JOINT.

SEE DETAIL PSD PC-3 FOR CUSTOM PARK SIGN

1/2" INSERTS FOR ANCHORING SIGN. EPOXY
SIGN TO CMU WITH ANCHORING BOLTS &
ALIGN WITH ADJACENT MORTAR.

6"
TYP|

8X8X16 CONCRETE MASONRY UNIT-GROUT SOLID.

4- #4 VERTICAL AT CORNERS, TYP. BAR (DEFORMED)

NOYO 4"-6" COBBLESTONE. SET 2/3 INTO
GROUT- SEE COBBLESTONE PATTERN ON
DETAIL PSD PC-10

3-4"

UPLIGHT IN CONCRETE. DEPTH OF
CONCRETE AROUND LIGHT SHALL
VARY BASED ON MANUFACTURER'S
! | T RECOMMENDATIONS

]
7 —_|| i ilz_l #3 BAR (DEFORMED) @ 12" O.C. EACH WAY,
\ |_||$| TOP & BOTTOM. 3" CLR ALL SIDES, TYP.

1-6"

CONCRETE SURROUNDING UPLIGHT

4" THICK CLASS Il AGGREGATE BASE
TO 95% RELATIVE COMPACTION

8- #3 BAR (DEFORMED) AT EACH
CORNER AND INTERSECTION WITH
VERTICAL #4 BAR (DEFORMED)

NOTES:

1. SLOPE SHALL BE 2%.

2. CONDUIT FROM UPLIGHT SHALL RUN TO A JUNCTION BOX
LOCATED ADJACENT TO SIGN FOR ELECTRICAL SPLICING.

SCALE: 1/2"=1'-0"
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